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Abstract. We present a system that enables a novice user to acquire a
large indoor scene in minutes as a collection of images sufficient for five
degrees-of-freedom virtual navigation by image morphing. The user walks
through the scene wearing an augmented reality head-mounted display
(AR HMD) enhanced with a panoramic video camera. The AR HMD
shows a 2D grid of a dynamically generated floor plan, which guides
the user to acquire a panorama from each grid cell. After acquisition,
panoramas are preliminarily registered using the AR HMD tracking data,
corresponding features are detected in pairs of neighboring panoramas,
and the correspondences are used to refine panorama registration. The
registered panoramas and their correspondences support rendering the
scene interactively with any view direction and from any viewpoint on the
acquisition plane. An HMD VR interface guides the user who optimizes
visualization fidelity interactively, by aligning the viewpoint with one of
the hundreds of acquisition locations evenly sampling the floor plane.

Keywords: Augmented reality · 3D acquisition · image-based render-
ing.

1 Introduction

Applications such as virtual tourism, real estate advertisement, or cultural her-
itage preservation require rendering real world scenes convincingly at interactive
rates. However, efficient photorealistic acquisition of real world scenes is a chal-
lenging problem. Traditional texture mapped geometric models are difficult to
acquire to a level of completeness necessary for high-fidelity rendering. The al-
ternative approach of image-based modeling and rendering (IBMR) has been
proposed over twenty years ago. The scene is captured with a database of rays,
which is queried at run time to show the scene from the desired view. Assem-
bling the output image is fast, and good results are obtained as long as the
image-based model covers densely the entire viewing volume.

However, efficient image-based modeling of a large indoor space remains
an open problem. Practical image-based modeling approaches acquire 2D ray
databases, i.e., panoramas, which confine the user to the acquisition location.
Image-based modeling that enables virtual scene navigation with more degrees
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Fig. 1. AR-guided acquisition (a), acquisition map visualization (b), guided VR visu-
alization frame from viewpoint at acquisition location (c) at barycenter of acquisition
location triplet (d), and at midpoint of acquisition path segment (e).

of freedom have the disadvantages of expensive acquisition devices, of long acqui-
sition times, and of reliance on operator expertise. Another challenge is the lack
of immediate feedback during acquisition, which makes it difficult for the user to
capture the scene reliably from all necessary viewpoints. Returning to the scene
long after initial acquisition to acquire additional viewpoints is impractical.

After acquisition, the panoramas are processed offline with a pipeline that
preregisters the panoramas using the AR HMD tracking data, triangulates ac-
quisition locations, refines panorama registration using corresponding features
in panorama through a RANSAC approach, enriches the set of correspondences
using the scene geometry proxy acquired by the AR HMD, and builds panorama
3D morphing meshes by triangulating correspondences.

The resulting 3D morphing meshes supports interactive five degree of free-
dom (5-DOF) visualization through a virtual reality (VR) HMD, with correct
depth perception. The desired image is rendered by morphing and blending the
three panoramas that define the acquisition location triangle that contains the
viewpoint. We do not focus on the difficult task of reconstructing a high-fidelity
6-DOF 3D mesh; instead, we recognize that most reasonable views of the scene
will be on the 2D plane near head height and five degrees of freedom sufficiently
describes the scene.

Like any image-based model, our model caters to the set of all possible output
views with non-uniform fidelity. We allow the user to take advantage of the
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highest fidelity provided by our model by displaying through the VR HMD a
visualization map with the current viewpoint position and the nearby panorama
acquisition locations. Therefore, the VR HMD does not only show the scene
to the user, but also guides the user who can optimize visualization quality
interactively by easily aligning their viewpoint with the acquisition viewpoints.

The frame in Fig. 1c has a viewpoint that is near one of the acquisition
locations, where the morph converges to the identity function, and artifact-
free frames are rendered by resampling the acquisition panorama. The frame in
Fig. 1d has a viewpoint (yellow dot at visualization map center) that is between
its neighboring acquisition locations (white dots on map). Parts of the scene rich
with correspondences, such as the book shelves, doors, walls, and floors, are vi-
sualized with high quality. Parts of the scene where correspondences are sparse,
such as the nearby geometry in the bottom left corner of the frame and the near
row of ceiling spotlights, exhibit ghosting artifacts. The visualization map can
also show the acquisition path (gray line segments in Fig. 1e). When the user
translates the viewpoint along a segment of the acquisition path, a high-fidelity
visualization is provided by morphing between two consecutive panoramas saved
with higher density along the acquisition path (green circles in Fig. 1e). Lever-
aging the high density of the acquisition and the visualization of the acquisition
locations, the user achieves a high-quality interactive visualization of the scene,
with brief transitions between acquisition locations, and with photorealistic pan-
tilt sequences from viewpoints aligned with acquisition locations.

In summary, our paper contributes a complete image based modeling and
rendering system, with an AR HMD interface that guides a novice user to achieve
a complete inside-looking-out acquisition of a large indoor space in minutes, and
with a VR HMD interface that guides the user to optimize visualization fidelity.

2 Prior Work

We first discuss prior image-based modeling and rendering techniques relevant
to our approach, and then we discuss prior work on guided scene acquisition.

2.1 Image-Based Modeling and Rendering

Aliaga and Carlbom presented a plenoptic stitching method that acquired im-
age based models of indoor environments by moving an omnidirectional camera
through a room in a regular pattern [2]. Synthetic views were generated by in-
terpolating images captured from surrounding views. However, their approach
did not provide interactive guidance on how to efficiently traverse the interior of
the environment, so pre-planning was required. The visualization method also
required a virtual camera location to be surrounded by a closed loop of acquired
images, which leads to tedious acquisition paths when the environment is clut-
tered. In contrast, our approach gives guidance during acquisition, and the user
only needs to visit each acquisition location a single time.
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Bradley et al. presented a system for virtual navigation through a real-world
scene by switching the view between densely sampled panoramas along a series of
corridors [3]. Zhang and Zhu similarly built virtual tours from spherical panora-
mas acquired at regular intervals on a tabletop [30]. The sampling was dense
but lacked morphing, so the user perceives discontinuities during translation.
Such acquisition was also limited to a pre-defined path planned by consulting
an existing map of the scene.

Some prior work examines the question of interpolation between panoramas
for image-based navigation. Chiang et al. presented a method for image-based
interpolation between cylindrical panoramas, but the method required manual
input for determining adjacency between neighboring images [4]. Several meth-
ods achieve panorama interpolation, but only in one dimension along the path
of acquisition [17, 14, 31], which results in a 4-DOF visualization. Kawai et al.
extended such works to support navigation in two dimensions by bilinear in-
terpolation of panoramas, but without automatically finding correspondences
between panoramas [16]. Kawai later reformulated the problem as a sparse light
field supporting transitions between panoramas but at the cost of highly notice-
able artifacts [15]. Xiao and Shah’s tri-view morphing method allows for novel
viewpoints of a scene by grouping triples of neighboring cameras; however, it
only makes use of conventional images and not panoramas, and correspondences
must be enriched manually [28].

Shi presented a method for interpolation of cubemap panoramas for image-
based navigation [25]. However, without a method to guide the user to capture
such imagery at a minimum density, there is no guarantee of coverage or of
minimum quality as a user navigates through the scene. Davis et al.’s work on
unstructured light fields offers some visual feedback during image-based acqui-
sition of a target object, but their work focuses on outside-looking-in object
acquisition, while we focus on inside-looking-out scene acquisition [6].

RGB-D depth maps have been used to achieve visually impressive results
for scene capture and reconstruction. Hedman et al. presented a recent work for
high-quality image-based modeling and rendering of indoor scenes by combining
RGB color images from traditional cameras with RGB-D depth-enhanced images
[11]. Dai et al. created a method for globally consistent 3D reconstruction using
a hand-held depth sensor [5]. Compared to their work, our models are much
farther to the image end of the geometry-image continuum, with the benefits of
a simpler acquisition device and of a simpler acquisition procedure.

Recent work by Huang et al. uses panoramic video camera footage to create
6-DOF VR videos, where a user can view the captured environment with depth
cues and head orientation and translation [13]. However, this work targets a
single fixed viewing location with some ability to move the head within a small
viewing volume, whereas we capture floor spaces of hundreds of square meters.
This prior work focuses on leveraging existing video footage to build an image-
based model, as opposed to our goal of guidance during acquisition to capture
the best set of images.
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2.2 Guided Scene Acquisition

Several prior acquisition systems attempt to guide the user to acquire imagery
of scenes from as-yet-uncaptured viewpoints. Tuite et al. illustrated sparsely-
sampled regions in a 3D reconstruction of a building facade as markers on a
smartphone map, prompting users to take pictures from the necessary view-
points [26, 27]. However, their approach targets reconstruction of outdoor build-
ing facades, while our approach focuses on acquiring indoor environments. The
indoor environments we target lack precise GPS tracking, which requires more
active tracking such as in an AR HMD. Also, because many indoor environments
are more likely to rapidly change appearance than outdoor buildings, the prior
work’s emphasis on multi-user capture over long periods of time is less suitable.
Instead, we focus on providing guidance for a single user to rapidly capture an
indoor environment, all in a single scanning session.

Rusinkiewicz et al. introduced an interactive method for capturing 3D mod-
els of hand-held objects while showing the in-progress model to the user [23].
Such approaches provide implicit guidance from a single viewpoint, but further
manipulation of the object is required to uncover missing regions of the model.
The equivalent action in our use case (acquiring large indoor environments)
would be to physically traverse the environment, and so we provide additional
guidance in the form of a top-down map that reduces the redundant physical
traversal needed by the user. Diverdi et al. presented a method for interactively
constructing an environment map; however, the output of a single environment
map only provides a rough approximation of scene geometry [7]. Ahn et al. cre-
ated a method to plan the placement of 3D scanning equipment in the context
of digital heritage [1]. Given a top-down map and user-selected regions of inter-
est, they automatically determined locations to place a 3D scanner to achieve
a high-quality scan with sufficient coverage; however, it is not suited for casual
scanning or acquisition of areas without a prior map or manual direction. Pan et
al. presented an AR interface for acquiring texture imagery of a hand-held object
by indicating rotations for the user to perform to reveal unscanned areas to a
camera [21]. However, this particular interface is suitable only for small manip-
ulable objects, rather than inside-out capture of a room. Pankratz and Klinker
used a video pass-through AR HMD to visualize room-scale marker calibration
during iterative refinement, but did not focus on capturing scenes [22].

2.3 Additional Prior Work

Recently, guided acquisition of room-sized scenes has been explored in fully-
autonomous contexts, where a robot utilizes next-best-view (NBV) analysis of
scene geometry to determine efficient trajectories for geometric capture [9, 29].
In contrast, our work focuses on providing guidance to a human user in a casual
context where robotic acquisition is infeasible, such as in cluttered environments
that are difficult for robots to navigate but easy for humans to walk through.

A recent work presented a method for acquiring textured 3D models of indoor
scenes using an AR HMD [8]. However, the purpose of that work was to create a
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Fig. 2. System pipeline overview.

fixed-memory texture atlas during acquisition to color the AR HMD’s on-board
3D geometry capture. The resulting mesh typically contains holes that cannot
be filled in after acquisition due to discarding of unused color data. Guidance is
not provided to the user during acquisition.

3 System overview

Fig. 2 gives an overview of the architecture of our system. The user acquires
scene panoramas with interactive AR guidance (Section 4), the panoramas are
prepared offline for morphing (Section 5), and the panoramas are then morphed
in a guided VR interactive visualization of the scene (Section 6).

4 AR Guided Acquisition

The goal of the acquisition stage is to capture a complete and dense set of scene
images as quickly as possible, without the prerequisite of user expertise. We
achieve this goal with an acquisition device that not only captures images of the
scene, but also guides the user for efficient and reliable acquisition.

4.1 Acquisition Device

Our acquisition device consists of an AR HMD enhanced with a panoramic video
camera (Fig. 1a). The panoramic camera’s pose is calibrated with respect to the
AR HMD. Our approach relies on and assumes that the AR HMD provides
inside-out tracking and some generation of rough geometric data. As the user
walks through the scene, the AR HMD tracks the user’s position and orientation,
it builds a map of the scene, and it overlays onto the user’s field of view the
locations from where the scene is yet to be acquired.

The AR HMD does have a built in video camera, which, in principle, could
be used to acquire the images needed to build the image-based model of the
scene. However, the AR HMD camera has a small field of view, which makes
it unsuitable for our purpose. To support free view rotation during the interac-
tive visualization, the scene must be acquired in all view directions from each
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acquisition location. Covering all view directions with a small field of view cam-
era leads to long acquisition times and blurry images from head rotation. Also,
when the user pans and tilts their head to cover all view directions from a given
acquisition location, it is difficult to enforce a single viewpoint constraint, which
reduces the quality of the interactive visualization that has to cover the residual
translation by morphing.

To improve acquisition efficiency, we capture the scene with a 360◦ panoramic
video camera that is rigidly attached to the AR HMD. Each frame is a complete
spherical pinhole panorama, which can be trivially resampled to a high-quality
output image when the desired viewpoint matches an acquisition location. The
resulting image-based model captures the scene with very high fidelity from the
hundreds of viewpoints from where panoramas are acquired. The camera records
continuously during acquisition as a panoramic video stored to the camera’s
flash memory. After acquisition, the panoramic video is processed offline into an
image-based model of the scene as described in Section 5.

4.2 AR Interface

Our system relies on an AR interface to guide the user towards a fast, dense,
and complete acquisition. To support 5-DOF interactive virtual navigation, i.e.,
two translations and three rotations, the user acquires panoramas on a horizontal
plane at the user’s head height, which will also be the height from where the scene
is rendered during visualization. Acquisition density and coverage is controlled
by partitioning the acquisition plane with a uniform 2D grid (e.g., with 0.5m x
0.5m cells for Fig. 1b).

The 2D grid is shown as a 2D map floating in front of the user (Fig. 1b).
The map rotates as the user changes direction to maintain an intuitive user
perspective orientation. The map shows the parts of the grid that are yet to
be discovered (empty dark cells), the parts that are inaccessible due to floor
obstacles such as furniture (white), the parts that have already been traversed
during acquisition (green), as well as the user’s current position and orientation
(yellow, at the center of the map). The floor obstacles are computed from the
coarse geometric scene model acquired by the AR HMD through active depth
sensing. The scene does not have to be acquired from inaccessible cells since
during a typical virtual navigation, the user does not want, and is prevented
from, assuming inaccessible positions (e.g., inside a book shelf or above a desk).
Acquisition is complete once all accessible grid cells are traversed (Fig. 3).

As we were designing the interface, we found that relying on a first person
visualization is inefficient. We initially rendered markers in the scene to illustrate
target locations. This was difficult for the user to align their head with the
marker, because the marker grows larger as the user approaches it. We had
also tried rendering the 2D grid over the scene floor; acquisition suffered from
excessive downwards head tilting needed to consult the grid visualization. In
both cases, the AR HMD’s low field of view meant that indicators anchored to
world locations were often hidden to the user and thus could not communicate
guidance. Instead we found that adding an additional perspective in the form
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Fig. 3. Acquisition result. The acquisition path (blue line) has traversed all accessible
grid cells (green). A panorama is selected for each grid cell (red dots).

of a virtual map was most suitable for our use case and has proven to be an
efficient way of guiding the user, who can intuitively turn left and right to guide
the yellow dot through the grid cells that are yet to be traversed.

5 Panorama Morphing Setup

In this section, we describe our offline processing of the acquired data to trans-
form it into a set of 3D morphing meshes suitable for interactive visualization.

5.1 Preliminary Registration

Once scanning is complete (usually about 5 to 10 minutes), the AR HMD has
acquired (1) a video sequence of spherical panoramas along a path that intersects
all empty grid cells on the floor plan, (2) a video sequence acquired by the AR
HMD on-board video camera, (3) pose tracking data for the frames of the on-
board video camera, and (4) a coarse geometric of the scene captured by the
active depth camera built into the AR HMD. At the beginning of the scanning
session we synchronize the frame sequences of the panoramic and of the on-board
cameras by flashing a light. After synchronization, the pose tracking data for the
on-board camera frames is transferred to the panoramic frames.

5.2 Panorama Selection

We select two sets of panoramas from the spherical panoramic video sequence to
be incorporated into the image-based model of the scene: grid cell panoramas,
for scene visualization from anywhere on the acquisition plane; and acquisition
path panoramas, for quality visualization from anywhere on the acquisition path.

The grid cell panoramas are selected by finding the best panorama for each
accessible 2D grid cell (Fig. 3). The best panorama is the one that has an ac-
quisition location closest to the cell center, based on the tracked pose data. We
exclude panoramas with high panning angular velocity since they are blurry. The
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Fig. 4. Detail view of acquisition area. Left: Grid cell panoramas (red dots) triangulated
in panorama triplets (red lines). Right: Acquisition path (blue line), and acquisition
path panoramas (green dots).

angular velocity is estimated based on the tracked pose data. The acquisition
viewpoints of the panoramas in the grid cell set are 2D Delaunay triangulated
on the acquisition plane. This triangulation defines a panorama triplet for every
output visualization viewpoint (Fig. 4, left). Panorama triplets may occasion-
ally cross unvisited grid cells. This is not a problem when cells are unvisited
due to containing low obstacles (desks, chairs) below head height. However, if
an unvisited cell contains a wall, some morphing results could incorporate views
from both sites of the wall, leading to unwanted artifacts. In practice, we cast
rays against the AR HMD’s coarse geometry along the triangulation edges, and
discard triplets that would cross head-height obstacles.

The acquisition path panoramas are chosen from the panoramic video se-
quence at equal distance intervals, leveraging the tracked posed data again. The
distance is smaller than the grid cell size (e.g., 0.25m vs 0.5m) to provide a higher
quality visualization when the output viewpoint is on the acquisition path, as
compared to when it is in the middle of a panorama triplet. As before, frames
with high panning rotational velocity are avoided. Fig. 4, right, shows in detail
the triangulated grid cell panorama locations and the path panorama locations.

5.3 Registration Re�nement

The poses provided by our AR HMD are only accurate to about 2cm in trans-
lation and about 2 degrees in rotation. Also, drift can accumulate in the AR
HMD’s pose estimation; while the HMD can internally correct itself using loop
closure techniques, the raw pose data we capture during acquisition is not au-
tomatically corrected. Using estimated poses directly in the construction of our
image-based model would result in reduced visualization quality from image in-
stability along smooth visualization paths, and from ghosting when transitioning
between panoramas. We refine panorama registration (1) by detecting panorama
features, (2) by estimating feature correspondences between neighboring panora-
mas, (3) by removing outlier correspondences, and (4) by performing a global
pose graph optimization of all panorama poses. Throughout our registration re-
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finement pipeline we work with the original spherical panorama images gathered
during acquisition, without resampling to a cube map.

(1) For each panorama, we compute image features using SPHORB [32], an
ORB feature generalization that operates directly in the spherical domain.

(2) We define correspondences between features of panorama pairs, based
on the SPHORB feature distance. Rather than computing a full pairwise set
of correspondences between all panoramas, which would be computationally ex-
pensive, we only find correspondences between adjacent panoramas based on AR
HMD provided poses. First, we find correspondences between panoramas that
are connected by an edge of a panorama triplet (determined by the AR HMD’s
estimated poses). Second, we find correspondences between consecutive acquisi-
tion path panoramas. Third, we find correspondences between each acquisition
path panorama pa and the grid cell panorama pb with the closest acquisition
location to that of pa. These additional correspondences ensure that the two
sets of panoramas are correctly registered together.

(3) The resulting set of correspondences contains many outliers unsuitable for
registration refinement, so we find inliers with an iterative RANSAC approach
[10] on each pair of neighboring panoramas (p1; p2) for which correspondences
were found. Each iteration selects a subset of correspondences, uses the subset
to estimate the essential matrix E of (p1; p2), and computes the subset’s repro-
jection error. Correspondences are marked as inliers or outliers by comparing
reprojection error against a threshold. We work directly in the spherical do-
main and follow the approach of Pagani and Stricker [20] in approximating the
geodesic reprojection error �p with the projected distance of a ray to the epipo-
lar plane, according to Equation 1, where (f1; f2) are a pair of corresponding
features mapped onto the unit sphere that belong to two neighboring panoramas.

�p =
jfT

2 Ef1j
kf2kkEf1k

(1)

(4) The final step of panorama registration refinement performs a global
non-linear least squares optimization of panorama poses based on the inlier cor-
respondences validated by the previous step. This optimization determines poses
for all panoramas that are globally consistent. Although pairwise relative poses
have been implicitly computed in the previous outlier removal step, the essential
matrix determined between a pair of panoramas is sensitive to noise and to the
RANSAC parameters. To ensure that relative poses are consistent when moving
between multiple panorama triplets, it is important to do a global optimization.
Each panorama pose is represented with 6 parameters, i.e., 3 translations and
3 rotations. To limit the change in panorama acquisition location, we constrain
translation to be within 0.1m of the estimated translation. The rotations are
unconstrained. The error targeted by the optimization is the sum of squares of
correspondence pair errors. The error for a pair of corresponding features (f1; f2)
is computed based on an approach described by Pagani et al. [19]. The essential
matrix E of the panoramas (p1; p2) is computed based on current pose estimates
of the two panoramas. f1 and f2 are mapped to 3D points on the unit sphere




