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ABSTRACT simplicity and no extra deployment cost, most carriers, including
Both voice and data are indispensable services in current cellularfour of the top-five worldwide operators [2,3,7,8] and two major
networks. In this work, we study the inter-play of voice and data US carriers, have deployed or are planning to deploy CSFB.

in operational LTE networks. We assess how the popular CSFB- I this work, we study the inter-play between voice calls and

based voice service affects the IP-based data sessions in 4G LTEHata services in operational LTE networks. Our objective is to un-
networks, and visa versa. Our findings reveal that the interfer- derstand how well the CSFB voice works with the PS data over

ence between them is mutual. On one hand, voice calls may in- LTE. We are interested_in identifying scenarios wh_e(e they may in-
cur throughput drop, lost 4G connectivity, and application aborts terfere Wlt'h each otherin poth expgcteq and unanticipated manners.
for data sessions. One the other hand, users may miss incoming/Ve quantify their mutual impact, identify root causes, and design
voice calls when turning on data access. The fundamental problemSolution fixes. o

is that, signaling and control for circuit-switched voice and packet- At a first glance, the above problem seems to be either ill-posed

switched data have dependency and coupling effect via the LTE OF Prétty trivial. In fact, the 4G LTE networks used by data service
phone client. We further propose fixes to the identified issues. and the 3G/2G networks used by CSFB voice are indeed indepen-

dent in operations. Voice and data thus have little mutual depen-
dency. The only merging point is that, the 4G LTE phone has to

Categones and SUbJeCt Descrlptors switch its radio back to 3G/2G networks during a voice call. While

C.2.1 [Computer-Communication Networks]: Network Archi- itis anticipated that ongoing data may suffer from reduced through-
tecture and DesignWireless CommunicatiorC.4 [Performance put during the call, there is little beyond this expected performance
of System$: Design Studies degradation. However, our study shows this is not true.

Our experiments over two US operational LTE carriers (called as
Keywords OP-l and OP-Il) have yielded four findings, one expected and three

unanticipated. First, we indeed observe throughput slump for data
sessions up to 83.4% when the 4G LTE user falls back to 3G for
voice calls. This drop is caused by the speed gap between LTE and
1. INTRODUCTION 3G, but also incurred by data suspension and losses during CSFB-
Voice and data are both services indispensable to cellular net- triggered handoffs between 4G and 3G. The good news is that this
works. The IP-based, mobile data access is vital to the surge Ofdegradation occurs mainly during the voice call for OP-I ; How-
smartphones and tablets. In parallel, cellular voice has been thegyer, for OP-II, the degradation may last even after the call ends
killer application to carriers and users for years. In alegacy 3G net- (see Finding 2). Second, we discover that 4G LTE users may lose
work, voice calls are supported via the circuit-switched (CS) path, 4G connectivity due to voice calls. They will not return to 4G after-
and data are offered via its packet-switched (PS) route. However, yards. The lost connectivity lasted more than 10 hours and showed
the 4G LTE technology decides to use PS delivery only. This is ng sign of limit. The issue occurs when certain background data
good news for IP-based mobile data, but poses challenges for voiceyaffic is running in some voice call scenarios. In particular, it hap-
support. In the absence of CS delivery, LTE carriers have been pens when the voice call fails to be established (for OP-I), or no
using a popular solution to voice service, called circuit-switched matter if the call is established (for OP-I1). We identify that it is
fallback (CSFB) [1]. CSFB leverages the deployed 3G/2G infras- caysed by the state machine “loophole” that 3G is unable to switch

tructure and its CS delivery. Itrelays LTE voice calls to the legacy pack to 4G under certain scenario. Third, data applications may
3G/2G networks and enables CS-based voice service. Due to itsahort (about 2-5% on average and 15% in the worst case in our

!In this paper, we will use 4G and LTE interchangeably. tests) when a voice call ends. The network may implicitly detach
the user, despite ongoing data sessions, when migrating the user

. - . . back to 4G after CSFB calls. Consequently, the state or signaling
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[ Finding | Operators | Detail | Root Cause | Section |

Throughput slump OP-Il, OP-II | Data throughput decreases (up to 83.4% o¢h-andoffs triggered by CSFB and speed gap besection 4
served); OP-I: only during the call, OP-II: duf- tween 3G and 4G
ing and after the call
Losing 4G connectivity| OP-I, OP-Il | Never returns to 4G after the CSFB call undeiState machine “loophole” in 364G transition Section 5
certain data traffic; OP-I: when the call fails to
be established, OP-II: any CSFB call
Application aborts OP-l, OP-II | Application aborts occasionally (3.4% for OR-Network state changed by CS-domain operatloection 6
1, 5.7% for OP-Il) after the call; (here, network detach caused by CSFB voice cdlls)

Missing incoming call | OP-I, OP-Il | Misses all incoming calls temporally (for sey- Network state changed by PS-domain operationsSection 7
eral seconds) while enabling the PS service

Table 1: Finding summary.

mental cases do not necessarily represent the common usage sce- & RAN
. - : . NS 4G Gateways -
narios, they do showcase worst, yet possible settings. It indeed re- ,//qu BHi-%--" S[S[E] ,
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veals complicated dependency and coupling effects between voice UE eNodeB 4G Core Network

and data. These effects are induced by the fundamental design of

g " g
CSFB, as well as its implementation loopholes. We further devise i §,RAN
solutions that coordinate with the LTE phone to fix these issues. sz Bif-r-BH - — H

/

The rest of the paper is organized as follows. Section 2 intro- /.’/ - e
duces the 4G/3G architecture and voice support via CSFB. Sec- ue RNS T -
3

tion 3 describes our study methodology and the addressed issues. — Datapath G Core Network
Sections 4, 5, 6 and 7 present each individual finding and explore - Signaling path
its root causes. Section 8 proposes our solution fix. Section 9 dis- Figure 1: 4G/3G network architecture and CSFB.

cusses alternatives to CSFB. Section 10 compares with the related
work, and Section 11 concludes this paper.

LTE networks to 3G networks via triggering inter-system handoff
2. BACKGROUND (i.e., from 4G to 3G). After the UE successfully connects to 3G
RANSs, the MSC establishes the voice call with UE. In the mean-
time, ongoing data sessions are also transferred to 3G networks

] ) i together with voice. The outgoing call performs similarly except it
Cellular network:  Figure 1 illustrates the LTE architecture,  gsengs MME a request to switch to 3G networks.

as well as its legacy 3G network, i.e., UMTS (Universal Mobile

Telecommunication System). The LTE network offers PS data ser-

vice. It consists of core network, radio access network (RAN) and 3. STUDYING CSFB IN OPERATIONAL
user equipments (UEs, i.e., mobile devices). Its RAN uses eNodeB LTE NETWORKS

(LTE base station) to offer radio access to UEs. Its network core  |n this section, we describe our experimental methodology and
is IP-based, consisting of MME (Mobility Management Entity) o jgentify the key problem aspects to be studied.
handle user mobility (e.g., location update or paging UEs), and 4G
gateways that route packets between the Internet and the 4G RAN.3.1  Experimental Methodology
In contrast, 3G network supports both PS and CS to offer data  \we conduct experiments in two major US LTE operators, de-
and voice, respectively. Its RAN uses RNS (Radio Network Sys- ng1ed as OP-1 and OP-II, for privacy concerns. They togetheeser
tem) to provide radio access. Its core network has several main el-ore than 138M mobile subscribers and cover almost 50% US
ements: (1) GMSC/MSC (Gateway Mobile Switch Center), which 5rket share [13]. We use six phone models of LG Optimus G,
pages and establishes CS services (e.g., voice calls) with MO-Samsung Galaxy S3, S4 and Stratosphere, HTC One, and Apple
bile users; (2) HLR/VLR (Home/Visitor Location Register), which iPhones, running two mobile operating systems: Android and iOS.
stqres user information (e.g., Iocation.updates); (3) 3G gateways, por OP-II, we use Galaxy S4 and iPhone5 only. They run popular
which route PS packets between the internet and the RAN. There 5y jications (e.g., YouTube) or conduct data sessions with our de-
exist 3G technology variants, such as 3G HSPA (High Speed Packetp|oyed servers, including Apache Web server, FTP and TCP/UDP
Access) that offers data rate up to 14.4-42 Mbps. Note that 3G ar-gepyers, For further performance analysis, our deployed TCP/UDP
chitecture is also applicable to 2G; We only describe 3G since 2G geryver adds a sequence number in each data packet to/from the UE.
is seldom observed in our study. We primarily collect and analyze traces from Android phones, and
Voice calls (and data) for 4G LTE users: Since the LTE net- Apple iPhone5 is used for verification experiments.
work uses PS only, it is unable to use CS to support voice, which  In each experiment, we collect five traces if available: (1)
traditionally requires guaranteed service quality. Instead, LTE uses Wireshark: We use the Wireshark for packet capture traces on
CSFB that supports voice calls in the legacy 3G CS network. LTE mobile devices and our deployed servers. T2pParms: We
also claims VWOLTE (voice-over-LTE) as its ultimate voice solu- use getsockopt a socket APl to periodically log TCP parame-
tion [9], to be discussed in Section 9. ters, such as retransmission timeout or congestion window, on
In CSFB, when a 4G user is called, the incoming call is routed both our TCP server and mobile devices (root is required) . (3)
to the GMSC in 3G networks. GMSC then queries HLR/VLR to UdpSeq: To verify whether out-of-order delivery is observed by
learn which MSC the 4G user is located at, and forwards this call CSFB-induced inter-system handoffs, we log the sequence num-
to the serving MSC. The MSC subsequently pages the user deviceber carried in the received UDP datagram and timestamps on our
through MME. Once the UE is found, MME migrates it from 4G deployed UDP servers and mobile devices. K#tworkStatus:

We introduce the 4G LTE architecture and its legacy 3G net-
work. We then describe how voice and data services are provided.



Mobile devices also record network status information given by Alice Bob . .

Android PhoneSt at eLi st ener class. TheNetworkTracepe- II. Calling = | File downloading

riodically collects phone status information includitimestamp ﬂ d <):“:”:":":":“:' -
operator, network type cell identifier RSSI (Signal Strength) ﬁ Q Web Server
and IP address The record interval is 100ms. (®allEvents:

Mobile devices also log all incoming-call events on phones via Figure 2: Alice calls Bob while he is downloading a file.
PhoneSt at eLi st ener and outgoing-call events, e.g., ringing, R P L L LD ]

X H 3G Systems H
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In operational LTE networks, data service is offered via the IP-
based, PS service, while the voice service is provided through
mechanisms such as CSFB. Since CSFB is probably the most pop-
ular mechanism in practice to support voice in LTE networks, we nortworse-than-expectefhdings: performance degradation under
focus on it in this study. We discuss other alternatives of VOLTE myltiple handoffs (OP-I) or eveafter the voice call (OP-I1).
and SVLTE in Section 9.

Conventional wisdom states that such data and voice wiimot 4.1 An lllustrative Example

terfereeach other, or at least not to the degree beyond expectation. We use an example to illustrate the normal case performance.
Anyway, data is going through the 4G LTE infrastructure, while Bob is downloading a file to his Samsung Galaxy S3 via the high-
voice is going through the separate 3G/2G networks. However, our speed 4G LTE network. Everything goes well until he receives a
study shows that this is not the case. We carry out our researchcall from Alice. The call lasts about 22 seconds. The procedure is
along both directions: (1) How does CSFB voice affect the ongoing jllustrated in Figure 2. Figure 4(a) records the data throughput,
data service in LTE networks? and (”) How does the data session network type’ and call events observed at Bob’s phone using OP-|
in LTE networks affect the voice service? While the results for (Il) carrier. At the beginning (up to 29.8th second before the call), Bob
are presented in Section 7, the details for (I) need more elaborationenjoys high-speed data access up to 14 Mbps; During the voice call
and are given in Sections 4 - 6. As data service becomes increas{during the interval [42s, 64s]), the throughput drops from 14 Mbps
ingly important for mobile devices, it deserves more attention. In to 9 Mbps; When the call ends (about 64th second), the throughput
particular, we cover three aspects, expected, and unexpected, evefhcreases to 14 Mbps in about 2 seconds. That is, the data through-
certain worst-case scenario, regarding how voice affects data in theput decreases by 35.7% (i.€14 — 9)/14) during the call.
context of LTE networks: Cause: The observed throughput slump is caused by CSFB. Fig-
1. How much is the performance degradation when voice calls ure 3 shows the CSFB event flow for an incoming call. We make
occur? This is the somewhat expected case for performancefour observations. First, when answering the incoming call, a hand-
penalty. The data session falls back to 3G/2G networks dur- off procedure from 4G to 3G is triggered. This inter-system handoff
ing a CS voice call and then returns to 4G data networks takes place (Step 3) evdreforethe call is fully established (Step
while the call ends. We seek to understand how TCP and 4). Figure 4(a) shows that, Bob’s phone call starts ringing around
UDP transport protocols react to such scenarios, as well as 33th second and is answered at 42th second. In contrast, the first
worse-than-expected instances (Section 4). handoff (LTE to 3G UMTS) completes at 31st second, earlier be-
2. Can the data session go wrong when call completes or is fore the events of ringtone and call answering. Interestingly, at
never established? If it indeed occurs, it will be unantici- 35-4th second right after the first handoff, the network performs a
pated exceptions for CSFB. We seek to show certain extreme Second handoff (UMTS to 3G HSPA), which upgrades to higher-
cases of losing LTE connectivity and getting stuck in 3G even Speed 3G HSPA networks (14.4 - 42Mbps theoretically). Second,

when voice calls complete or never start and explore their the call proceeds during [42s, 64s] until the call hangs up. The
root causes (Section 5). phone stays in the 3G HSPA network during this period. Third,

once the call completes, the phone switches back to 4G after two
handoffs (HSPA to UMTS, followed by UMTS to 4G) at 65th and
66.4th seconds. Note that, the 4G CSFB standard [1] does not re-
quire that users be immediately switched back to 4G after the call
ends, or how many handoffs be triggered to switch to 4G. The sixth
step is OP-I's implementation choice. We will see OP-Il's behav-

- . ) iors later. Last, we observe two data transmission suspensions (i.e.,
e_md voice _have mutual |nterferen<_:e on each other's opera- rate is 0 Mbps): 6.4 seconds during [29.8s, 36.2s] and 1.5 second
tions (Section 7). We also explore its root cause. during [64.3s, 65.8s]. Both periods are accompanied with handoffs

Table 1 summarizes our findings over two US carriers on the These handoffs lead to data transmission suspension [1]. Once the
above four issues. We elaborate them in Sections 4 to 7. handoff is completed, the data transmission resumes.
We next address two issues: (1) How does TCP/UDP react to the
above case? (2) Is there any worse-than-expected result, exeept th

4. THROUGHPUT SLUMP performance degradation caused by staying in 3G during the call?

In this section, we first examine how data performance is affected In particular, is there any difference between the handoff triggered
by voice calls using CSFB in theormalcase. The user mightexpe- by CSFB calls and the traditional, mobility-induced handoff?

rience throughput slump during voice calls due to the handoff from .

4G to 3G. This observation matches our expectation and recent re-4.2  TCP/UDP under Normal Voice Calls

ports [10]. We elaborate on what happens to TCP/UDP based dataTCP: In the above example, TCP data transmission is suspended

sessions and study the impact of regular CSFB calls. We finally re- during [29.8s, 36.2s] and [64.3s, 65.8s]. Figure 5 plots TCP logs

Figure 3: CSFB event flow for an incoming call.

3. Can voice calls incur other negative performance impact be-
yond throughput degradation? In particular, we will illustrate
cases of application abort when voice calls are underway and
identify their root causes (Section 6).

4. Can the PS data also affect the CS voice call under certain
conditions? If it is indeed observed, it shows that both data
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Figure 4: Logs of data throughput (4G:+, 3G: x), network type (LTE, HSPA, UMTS) and call event (marked by bladk dashed lines)
observed at Bob’s phone in normal case of answering Alice’s call. Ya@DP-I: one 4G—3G handoff triggered; (b): OP-I: multiple
handoffs triggered; (c): OP-II: no handoff back to 4G when thecall ends.

s> 460
in [29s, 38s] at the TCP server in the example of Figure 4(a). Note = an [ +///j
that the server clock is slightly out of sync (about 0.2s to 0.3s) from % 445 v - - : . 1
the mobile’s trace. We make three observations on the TCP trace. © 440
First, no packet delivery during handoffs results in multiple TCP ’§§§88 = b o J—
timeouts. Around the 29.7th second, no ACKs are received for the 03108 i T ]
packet with sequence number 44636389. Accordingly, the server o~ 8F ey A
retransmits it four times (at 29.7s, 30.6s, 32.3s, 35.8s, respbgtiv E§ 4t 10000600 306G X o]
Second, large RTO may impede fast TCP recovery. The retransmis- ~ ~— g il w w w w
sion timeout (RTO) gradually doubles, here, 0.436s, 0.872s, 4,744 29 30 31 32 33 34 3B 36 37 38
3.488s, 6.976s during [29.1s, 35.6s]. Large RTO values imply that x-th second

TCP responds slowly once the network connection resumes. InFigure 5: TCP logs of sequence number, congestion window
this case, the fourth retransmission succeeds (another packet sent &nd retransmission timeout observed at Bob’s TCP Server in
35.9s) and the suspension lasts around 6 seconds. Third, the TCBhe example of Figure 4(a).

congestion window is about 244 MSS during [29s, 36s]. It does

not reduce immediately upon retransmission timeout, thus different )

from the TCP specification (RFC 5681). The congestion window exists; More handoffs may be triggered by call-related events. We

update is deferred when data transmission resumes. We believe thigU" @ 100 Kbps UDP session while answering an incoming voice
is a TCP implementation variant in Linux. call. We repeat this experiment for 367 runs. In 218 runs, the hand-

. o off results are the same as the above example. However, in the
UDP: We observe behaviors similar to TCP, except that the sus- remaining 149 runs, two additional handoffs ( HSPAJMTS and
pension time for UDP is shorter. Since UDP does not have con- j\ 15, HspA) are triggered by the call-answering operation, as
gestion and flow control mechanisms, its transmission resumes iM-shown in Figure 4(b). Consider the speed of HSPA and UMTS
mediately after the PS service is available. In contrast, TCP RTO (Up to 14.4-42 Mbps and 2 Mbps for HSPA and UMTS, respec-
may not expire yet though the PS service resumes. We conduClijye|y). The mobile user suffers from another performance drop
experiments to test this hypothesis. Before a voice call comes, We 3¢ 4round 40th second. Note that. the additional HSRMTS
start a 100 Kbps UDP downlink session and a TCP downlink flow p5nq6fs differ from the mobility-induced one. It is triggered by
on our 4G phone. As expected, average data suspension durationg call-answering event while the phone remains atstreeloca-
for UDP and TCP are 5.4 and 6.4 seconds, respectively. It takeSon herforming data and voice services. In contrast, the traditional

longer for TCP to resume its transmission. We further observe out- pandoff to 3G UMTS typically occurs upon mobility (i.e., users
of-order data delivery upon 433G and 3G+4G handoffs. move out of a HSPA cell). ’

4.3 \Worse Than Expected No handoff back to 4G (OP-Il): We observe similar perfor-

As expected, data performance degrades during the voice callsance drop during the call in both carriers. However, after the call
due to the speed g%lpbetween 4G and 3G and data suspension ends, data throughput still remains low for OP-II, different from
during handoffs triggered by CSFB. Next, we are curious about the throughputincrgase for OP-I. F_igure 4(c) plots the mobile trace
whether any worse-than-expected results happen. We uncover twoft Bob's phone using OP-II. In this example, Bob experiences a

cases of further performance degradation: (1) due to more handof throughput slump from 19Mbps to 12.7Mbps during the call [31s,
(OP-1), and (2) even after the call (OP-II). 61s]. However, the throughput still remains around 12.7Mbps after

. the call. We observe similar behaviors with different phone mod-
More handoffs (OP-I): Handoffs are critical to data perfor- g5 (g g, Galaxy S4 and iPhoneS): the handoff occurs before the
mance. Upon handoff, data transmission suspends, thus incurringspone rings and the throughput remains similar after the call ends.
TCP/UDP throughput decrease. Each CSFB call triggers two net- ynqouptedly, it adversely imposes larger impact on data through-
work switches: 4G— 3G upon call arrival and 3G~ 4G after put. The mobile loses its 4G connectivity even after the voice call.

the call ends. In OP-I (Figure 4(a)), one 4G 3G switch is en-  This occurs because no handoff is invoked immediately after the
abled by two handoffs of LTE- UMTS (before the phone rings) 5| ends. We will explore its root cause in Section 5.

and UMTS— HSPA (before the call is answered). i
We next examine whether there is any difference between the We further explore why these handoffs are invoked and whether
handoff triggered by CSFB voice calls and the conventional hand- they can be eliminated for performance improvement. Unfortu-

off induced by mobility. Our study shows that the difference indeed Nately, the inter-system handoff (4&3G) is mandatory to support
CSFB in order to access the 2G/3G circuit-switched service for

2More measurements can be found in Section 5.4. voice calls. The additional handoff (HSRA UMTS) is the OP-




2 Hang up l?efofe e ‘ ‘ ‘ FACH DCH and 3Gl DLE is formed, the mobile user will be un-

g 20p 4G+ able to escape from 3G. Unfortunately, our experiments confirm

E 15 ﬁﬂyj 3G - that such a loop indeed exists under certain conditions in OP-I. In

£ 10 i " ] particular, for an unestablished call, the RRC enters into the 3G

g’ 5 L gw%%j %K | loop with some ongoing data services.

E N ol : 2 Unestablished Call State: In the normal case, the mobile user
0 20 40 y ?r?se gé)n g 100 120 140 moves back to the 4G network quickly (in about 2—4 seconds) after

the call ends. However, the time prolongs if the call is not estab-
lished. It occurs in two scenarios. One is that the 4G user is called
but the caller hangs up immediately (usually within 4—6 seconds).
The other is that the user makes an outgoing call and immediately
I's implementation choice; it is not required in OP-II. The handoff angs up after the handoff to the 3G network is done. In both cases,

back to 4G is also part of the operator’s design choice. The CSFB the mobile phone falls back to the 3G network though no call has

standard never specifies when to switch back to 4G networks. In P€en established.

practice, OP-I decides to perform this handoff immediately, while ~ Th€ unestablished call state does make it longer move back to
OP-Il does not. the 4G network. Figure 7(d) shows the call setup procedure (Step

4 of Figure 3) for the incoming call case. When the MSC sends a
call-setup request to a 4G phone, it waits for the response from the
5. LOSING 4G CONNECTIVITY phone in order to update its state@e | _Recei ved. However,
We observe that LTE users permanently lose 4G connectivity due ywhen the call is canceled before entering @& | _Recei ved

to CS voice calls under certain conditions. In an extreme test sce-state (in the above two scenarios), the MSC wilt update its call
nario, the mobile phone is stuck in 3G networks longer than 10 state. The user thus stays longer in the 3G network. This implies
hours and shows no sign of exiting. It remains in 3G networks even that the call state plays a critical role in the handoff operation. The
when the user drives on the route with stronger 4G signal. The ynestablished call changes the trigger condition for handoffs, thus
condition of losing 4G connectivity varies among two operators. taking longer time to go back to 4G.

Compared with OP-II, OP-I has more complex settings. The duration to stay in 3G is largely independent of locations
. . . and phone models. We test with all phone models at four loca-
5.1 OP-I: W_hen the_Ca" Fa”_s’ to Es_tab“Sh tions with different base stations. Each test repeats 20 runs. In the
Our test scenario can be illustrated via the Alice-Bob example. apsence of data service, the duration to remain in 3G ranges from
However, after Alice calls Bob, shmmediately hangs upecause 7 to 8 seconds, varying slightly with locations. With background
she realizes that it is too late to call Bob at 10PM. For Bob, his data traffic, we observe similar results independent of locations.

phone never rings and the call is never established. Assume thaie figure out that the duration is determined by other factors to be
Bob has been downloading a file before the call. Contrary to our discussed in Section 5.3.

expectation, we discover that Bob gets stuck in the 3G network ] ) ) )
for a long time (or even unlimited duration). Figure 6 plots the Data Services in Parallel: We discover that, the phone can stay in
data throughput measured at Bob’s phone. It shows that Bob neverthe 3G network for an extended period of time if some data service
returns to the 4G network even after the download halts at 100th IS ©ngoing in parallel. We run a large number of tests to study when
seconds. The same is observed on all phone models using op-1and under what conditions the switch (back to 4G) takes place. We
Note that only some background data service keeps on running."I" the unestablished call experiments with a constant-rate UDP
Throughout this process, Bob is not even aware of what happens! UPlink session to our deployed server on Samsung Galaxy S3 and
We now explore the root cause to lose 4G connectivity. It turns LG Optimus G. We vary the inter-packet spacing (i.e., packet inter-
out that a loophole (in fact, a loop) in Radio Resource Control Val) from 1 to 24 seconds, using 1B and 1KB UDP payload sizes.
(RRC) state transition forces the 4G user to remain in 3G. RRC Each testrepeats 20 runs. We observe similar results for both phone
is the function that regulates the connection establishment and re-Models, and only describe the results on Samsung Galaxy S3. Fig-
lease between the UE and the core network. ure 8 plots the duration in 3G since the phone moves to 3G. The
Figure 7(a) plots the simplified RRC state transition in 3G/4G upper and lower lines mark the maximal and minimal durations
standards [1]. We do not consider 2G here since it is not ob- N 3G. The .180-sgcond duration implies that the phone never re-
served in our experiments. We make two observations. First, turns to 4G in 3 minutes. It clearly shows that the phone might get
the switch between 3G and 4G networks is enabled via the han-Stuck in 3G under certain conditions. The condition specifics will
dover procedure (that occurs between B&CH DCH® and 4G be elaborated in Section 5.3.
CONNECTED states) or the cell reselection procedure [1] (thatis  |n summary, we infer the RRC state transition machine for OP-
invoked between 3@ DLE and 4Gl DLE states). Second, within | in Figure 7(b). The 4G+3G handoff is triggered when the call
3G or 4G, the state transition (e.g., BBCH DCH <+ DLE or 4G arrives (or is initiated), and the 364G handoff occurs when the
CONNECTED«~| DLE) is determined by the connection establish- ¢4 ends after its establishment. However, if the call is not estab-
ment/release. For example_, a RRC connection shall be establishegished (i.e., hanging up too early), the 3&G handoff will not be
before the PS/CS service is used, or be released when the CS/P§noked. Note that, no handoff for the unestablished call is not de-
service is in no use or remains idle for a long time. _ signed without rationale. If the call is not successfully established,
~ The above RRC state machine brings an inherent risk of get- the caller would probably redial shortly. For a call terminated in the
ting stuck in one network (e.g., 3G). In case the loop between 3G ynestablished call state, immediate handoff from 3G to 4G could

FACH and DCH are two RRC states that offer RRC connections '9ger more handoffs._ Consequently, the UE .St'” stays at the 3G
for data delivery. FACH offers a RRC connection at lower speed FACH DCH state. In this case, the cell reselection procedure turns
with low power consumption, whereas DCH offers it at full speed o0ut to be the only way back to 4G. Note that the cell reselection is
with higher power consumption [1, 27]. only triggered in the 3G DLE state. Our study demonstrates that

Figure 6: Data throughput observed at Bob’s phone if Alice
immediately hangs (the outgoing call) up in OP-I carrier.
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under certain data operations (the details are in Section 5.3), the UE

o r ]
may not enter the 3GDLE state, or switch back to 36ACH DCH 8 200 ¥ KK RFHKHK T X ¢
before triggering the cell reselection. Consequently, a RRC loop Q 160 r )
(marked by bold blue lines in Figure 7(b)) is created when the call c 120t 1
is not established under certain background data traffic. S gl |
&
. 5 40r 1B ! 1
5.2  OP-II: Once the Call Attempt is Made 3 g 1KB J

Losing 4G connectivity becomes easier in OP-Il than in OP-I. 0 2 4 6 8 10 12 14 16 18 20 22 é4
The user is prone to losing 4G connectivity, no matter whether the _ ) Packet Interval (sec)
call is established or not. Figure 4(c) shows an example of losing Figure 8: Duration stuck in 3G versus packet intervals for two
4G connectivity after the call completes. We test various call oper- 1B/1KB packets in case of an unestablished call via OP-I.
ations (answering/rejecting an incoming call, unestablished incom-
ing call, or making an outgoing call) to examine its dependency on

the call event. We find out that, once the-4GG handoff is trig- § 2001 s |

gered under any call attempt, the UE gets stuck in 3G as long as 5 160 ‘ 1

some background data traffic is present. 2 120} i
Similar to the OP-| test, We run constant-rate Ulink session S gol |

tests with different packet sizes and intervals. The only difference '%

is that the call is established and completes in this experiment. Fig- 5 40 18" ]

ure 9 plots the duration being stuck in 3G with packet intervals for 0 : :
1B/1KB packets. We observe that, the rule in OP-Il is much sim- 0 2 46 Sacigt Ilnzterlvgl %gecl)s 20 22 24
pler. When the packet interval is smaller than 9s (1B packet) or 13s Figure 9: Duration stuck in 3G versus packet intervals for two
(1KB packet), the 4G user is unable to return to the LTE network. 1B/1KB packets in case of a complete call via OP-II.

Consequently, we deduce the RRC state transition for OP-II in
Figure 7(c). Different from OP-I, no handoff path (back to 4G)
exists when the call ends. The switch from 3G to 4G is thus invoked
only through the cell reselection. Similarly, when the RRC loop in
3GFACH DCHand 3Gl DLE (marked by red bold lines) is formed,
the UE loses its 4G connectivity. The conditions to form the 3G
RRC loop will be discussed in Section 5.3.

At the first glance, these findings are not anticipated, particu-
larly the inconsistent performance with packet intervals in the tran-
sition zone. Three questions need to be answered: (1) Why does
the switch remairsensitiveo several packet intervals and yield the
non-monotonic pattern for all packet intervals? (2) What occurs
. when the packet interval is set as 10s, 15s, and 20s? (3) How is it
5.3 RRC Loop Under Data Services related to packet sizes? We examine event traces and finally derive

We now examine when or under what data services the 3G RRC the trigger conditions for the 3G RRC loop. We summarize these
loop is formed. We mainly address the OP-I case that is more com- rules for3G — 4G switch in OP-I in Table 2, and then use our

plicated, and then describe the OP-II case. trace analysis to explain what happens and how each rule is applied.
In summary, the above observations reveal how such mechanisms
5.3.1 OP-ICase interact with each other.

Figure 8 plots the 3G duration under various packet intervals for  These rules exhibit both standard specifications and carrier-
OP-I. We make four observations. First, when the packet interval specific operations. They also correspond to the state machine de-
is smaller than certain thresholtl(seconds for 1B packets and rived in Section 5.1. Note that the UE can be switched from 3G
seconds for 1KB packets), the phone never returns to 4G. SecondRRCI DLE to 4G RRCI DLE only via the cell re-selection proce-
when the packet interval is larger than another threshold (15 sec-dure. Rule 1 states that this cell reselection is triggered by a timer
onds for 1B packets and 20 seconds for 1KB packets), the phoneTs¢ -4, which is set to 5s according to our measurements. Note
definitely returns to 4G. Third, for both packet sizes, there existtwo that the timefT5¢_, 4 is not specified by the standards, but chosen
interesting transition intervals. For 1B packets, these two intervals by the operator’s implementation.
are 10 seconds and 15 seconds (with larger duration variance). The Rule 2 regulates the traditional 3G RRC transition between
phone is likely to return to 4G with these packet intervals. For DCH FACH and | DLE. The transition is controlled by another
packet intervals in between (i.e., 11-14s), the phone never returnstimerT;4.. When this timer expires, RRC jumps frdd¢H FACH
to 4G. For 1KB packets, the pattern is similar but the two transition to | DLE; Upon packet delivery, it immediately switches to
intervals are 15s and 20s. Finally, compared with no data trans- DCH FACH and resetsl;4.. In our experiments, we find that
mission, it stays longer (about 40 seconds) in 3G even when it canT;4. = 10 seconds and is operator specific, consistent with prior
return to the 4G network. studies [27].
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Figure 10: lllustration of event traces for data flows with various packet intervals and packet sizes.

Rule 1 The phone immediately performs the switch backto 4G explains why the transition interval for 1B is 5 seconds smaller
when the timerT ¢ times out; Tsg—ac is only than that for 1KB. The decisive factor for the 1B/1KB discrep-
started when the UE enters into the BOLE state; ancy is whether an intra-3G handoff is triggered. By Rule 4, 1KB

Rule2 The RRC state swﬂche_s froMCH FACH to | DLE packet delivery always triggers such an intra-3G handoff as long
when the timerTiqe times ouf, It switches to as it is still in 3G, whereas 1B packet does so only when the RRC

Rule 3 ;?ﬂgrggesgifgnuizggzg:r?éif?ilclz\(/:irrys’ state is 3@ DLE. The intra-3G handoff takes about 5 secon.ds. .In

Rule 4 TheTntra—3G handoff occurs when a data trans.mission more cases (all four cases of I_:lgure 10(b) and other (_:omblnatlons
request occurs in either condition: (1) the UE is in 3G of packet intervals and sizes) in Appendix A, we confirm that the

duration in 3G is mainly determined by how the RRC state and the

| DLE state, (2) the packet size is larger than a threshold X e a7 | der th |
(210-220B in our measurement) or for the first packet. two timers ofT3¢—4c andT:q. evolve under these rules.

Table 2: Rules for3G — 4G switch upon an unestablished call 53.2 OP-Il Case

(i.e., the call state is notCal | _Recei ved) for OP-I. We next derive the trigger conditions for the RRC loop for OP-

8n this work, we define the intra-3G handoff as handover Il. Our trace analysis shows that OP-II follows the above four rules
events within different types of 3G networks, i.e., among butRule 4 and the parameters vary slightly. Figure 9 shows that the
UMTS/HSDPA/HSPA/HSPA+ [1]. transition intervals for 1B and 1KB packets are around 9s and 13s,
respectively. Our traces indicate that the difference between 1B
and 1KB packets lies in whether intra-3G handoffs are incurred,;
Intra-3G handoffs (HSPA-HSPA+) occur for 1KB packets, but
not for 1B packets (except for the first packet, the same as OP-I).
Moreover, we test with various packet sizes and find out that the
occurrence of intra-3G handoffs only depends on the packet size
(here, the threshold is about 940-950B). This slightly differs from
Rule 4 for OP-I. In OP-II, Rule 4 works under the second condition
(an intra-3G handoff occurs when the packet size is larger than 940-
950B or for the first packet). Our measurements show that an intra-
3G handoff takes about 4-5 seconds (but 8-12 seconds for the firs
time), similar to Figure 10(a). We infer that the 3&lG switch is

also controlled by two timerds¢—, 4 for the cell reselection and
tTidle for the state transition from 36ACH DCHto | DLE. Based

on our measurements, we infer that_, 4 ~ 6s,T;q. ~ 3s. The
derivation is similar to that for OP-I, and is omitted due to space
limit. Note that, these parameters are operator-specific choices.

Rule 3 implies that the users will not go back to 4G LTE when
it is at theFACH' DCH state, which is specified in [1]. This is be-
cause the user triggers an intra-3G handoff to perform data trans-
mission (Rule 4), its RRC state is hence changed ftdbhE to
FACH DCH. The timerTsc_.4¢ should be reset since the user
leaves the DLE state.

In Rule 4, we observe that intra-3G handoffs (i.e.,
HSPA~UMTS) might happen. The operator usually switches the
mobile device to proper radio access technologies (e.g., UMTS or
HSPA) based on its transmission rate and data volume. The first
condition in Rule 4 is obtained from our traces. It is not in the
standard specifications; we believe it is also an operator-dependen
choice.

Our measurements also indicate that, an intra-3G handoff typ-
ically takes about 5 seconds, but 8-10 seconds for the first time.
Figure 10(a) plots the CDF for the intra-3G handover duration. To
derive the packet size threshold used in Rule 4, we run experiments
using variable-sized payloads at 8-second intervals (i.e., it remains
in 3G). It turns out that the payload threshold is 210-220B. These

parameter settings are also operator specific. e . .
: : : be initiated, though they do specify such handoff/switch mecha-
We briefly illustrate how these rules are applied so that the 3G nisms for CSFB [1]. They leave the flexibility to the carriers. For

duration varies with packet intervals as shown in Figure 8. In all .
our experiments, the first packet is immediately sent out once the _example, the operator can decide whether a handoff back to 4G

phone switches to 3G, shown by those packet boxes at time 0 inis triggered immediately after the call ends or not. However, our

Figure 10(b). We look at two easy-to-understand cases, while mores‘.tUOIy shows that, the loss of 4G connectivity is caus_et_j by the flaw
cases can be found in Appendix A. In the first case, when the inter- ('-‘?-' the stgte loop) betweep CSFB and the RR.C finite state ma-
val is smaller tharTu., the phone never returns to 4G. It has no chine. The interplay of functions and states used in both CS and PS

chance to enter the 3GDLE state and trigger the timafc.4c domains results in unanticipated effect. The two timers create the

back to 4G. In the second case, when the packet interval is IargerSG RRC loop so that the phone never retums to 4G.

than 20 seconds (i.€l54ie + T3G—4G +T3g—ro ~ 104+5+5 =

20), the phone can always return to 4G. No matter whether an intra- 9.4 Performance Impact

3G handoff is triggered or not, the packet interval is large enoughto  We examine the impact of being stuck in the 3G network from
enter thel DLE state and trigger theG — 4G timeout. This also three aspects: duration in 3G, mobility, and throughput gap.

For both cases of OP-l and OP-II, some may argue that the loss of
4G connectivity is an operator-specific implementation issue. We
admit that the operator’s choice does matter. Indeed, the standards
do not stipulate under what conditions the handoff/switch should
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Figure 11: Duration stuck in 3G with UDP flows vis OP-I.

Application Type TCP/UDP | Behavior
N 3G g 26 Webkit Bursty TCP Respond slowly, seldom abort
w/o data [EEEIRTsRits N Gmail Bursty TCP Respond slowly, occasionally abor
w/ data ‘ ‘ ‘ ‘ Facebook | Interaction TCP Respond slowly, seldom abort
50 w/o data - w/ data - | AndFtp Transferring TCP Transmit slowly or abort later
- Skype Interaction UDP Suspend, abort later
0 L g e . Youtube Streaming TCP Suspend (abort if call unestablishefl)
£ 5 E ™ EA ;w; PPStream | Streaming UDP Suspend (abort if call unestablishefl)
L P !&g‘ =%, e Pandora Streaming TCP Suspend
-100 177.:-:""'5--‘,?;* Wy M i
-113 i . Table 3: Application behavior when voice call arrives
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Figure 12: Portions of network status logs on a 12-mile route. . .
g 9 other times. To our surprise, 4G performs worse than 3G at 3PM

(1.8 Mbps vs. 4 Mbps). This shows that, the deployed LTE net-
work might not achieve what it claims at all times. We also note
that, the 3G/4G speed varies with locations (depending on the ra-
dio link quality and the traffic load). In general, throughput drop
occurs when 4G users get stuck in 2G/3G networks.

Duration in 3G: In the unestablished call case, we run an 8s-
interval UDP data flow for various durations from 1 hour to 10
hours. Figure 11 plots the average duration in 3G with downlink
and uplink data flows. Specifically, we measure the interval from
the time when the call ends to the instant when the UDP session
stops. It is not surprising to see that the phone gets stuck in 36 6. DATA APPLICATION ABORT

as long as the data flow is alive (10 hours are observed and there We find that voice calls might even result in data application
is no sign of limit). Interestingly, we find that the duration in 3G aborts in operational LTE networks. In this section, we first show
for the downlink case is usually shorter than the uplink case, e.g., real application behaviors under various call operations, such as di-
we observed 2 hours in 3G networks during a 3-hour data sessionaling and answering a call. We then diagnose the root cause for
test. This is because not all UDP downlink packets can be sent application aborts.

successfully under packet loss. The longer the session lasts, the . .

more likely a packet interval goes beyond the transition threshold 6.1  Popular Applications

(15/20 seconds). We also test with TCP flows; Both uplink and  We test eight popular mobile applications while receiving a CS
downlink flows perform similarly to the UDP uplink case (never voice call. These applications include web browsing (via WebKit),
expires), because TCP retransmits packets upon losses. FTP downloading, Gmail, Facebook, Skype voice calls, Youtube,
Mobility:  We also examine whether a 4G user may go back to PPStream (P2P video streaming), and Pandora (music playback
LTE networks under mobility where handoffs are triggered. We re- OVer radio broadcast). We observe that these applications might
peat the above experiment when driving on a 12-mile local route. Pehave abnormally when the voice conversation ends on all the
It takes about 3545 minutes. Note that the call ends before driv- Phone models for both carriers. Upon voice call completion, five
ing, i.e., the 4G user gets stuck in 3G before driving starts. In the @pplications except Youtube, PPStream and Pandora might abort,
meantime, we bring another 4G phone without any data session. Itand Pandora suspends for tens of seconds until the playback status
is used to collect network status events such as network type andturns from “stopped” to “playing.” YouTube and PPStream might
RSSI. Figure 12 plots a portion of the network status logs at two abortin other calling scenarios.

phones over this route via OP-I. The results for OP-Il are similar. It FTP downloading: In our experiment, a mobile client down-

is easy to see that, the 4G phone freely switches among 2G, 3G andoads a 121 MB file from our FTP server. Figures 14(a) and 14(b)
4G networks in the absence of data; however, the 4G phone with show the error dialog at the mobile client and the TCP trace cap-
data only switches among 2G and 3G networks. It never goes backtured by Wireshark at our FTP server. When the voice call ends
to 4G LTE networks, even though the 4G LTE network signals are around the 47th second, the mobile client experiences a socket ex-
stronger than 2G/3G in certain areas, e.g., [11.5, 12]. ception error, i.e.sendt o fail ed, in Android OS. File down-

3G/4G Speed Gap:  To quantify the performance impact of be- loading s_tops afterwards. Qn the FTP server side, it first attempts to
ing stuck in 3G networks, we measure the speed of 4G LTE and 3G re_transmlt packets (10 retries over 33 secon(_js are observed) to the
HSPA networks at different hours of a day. We use the SpeedTest,C"em and finally tear.s down the TCP con.nectlon, since no response
tool [6]. Figure 13 plots the average uplink and downlink speed 'S heard from the client. Note that mobile phone gborts earlier at
of 3G/4G networks at different times. 4G outperforms 3G in most 43S before the server tears down the TCP connection at 82s.
cases, especially at midnight (with lighter traffic) and for the up- Skype voice calls: When the CS call ends, Skype is designed to
link. For example, 4G users experience 83.4% uplink improvement resume its original call session; However, it may still fail similarly
and 53.8% downlink gain at 11PM. Over all test hours, the average to FTP, and the root cause will be discussed in Section 6.3. The
improvement is 70.4% and 31.9% for uplink and downlink, respec- difference is, during the CS voice call, Skype holds its ongoing call
tively. However, the downlink gap between 3G and 4G shrinks at but FTP download keeps going. Skype is not allowed to simultane-
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Table 4: Logs of network status at the mobile phone.
Figure 14: An example of FTP application abort.
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Figure 15: 10-day FTP downloading abort ratio (OP-I).

operational LTE networks are still largely successful. In two worst-

) ] o case settings (a morning slot and an evening slot), about 15% of
ously work with CS voice calls due to the conflicting usage of the tests fail. However, over the 10-day period, the average failure per-
speaker. So are YouTube, PPStream and Pandora. centages for the morning, afternoon and evening are merely 2.4%,
Web, Facebook and Gmail: ~ Similar to FTP, they are unableto  2.7%, and 5.1%. For OP-II, the average abort ratio is 5.7% in the
fetch the attempted web content when they abort upon call comple- 5-day test.
tion. It is clearly observed when they fetch big-sized data, e.g., a . .
high-resolution image or an email attachment. For short data ses-6-3 ~R0Ot Cause: Being Detached
sions (e.g., fetching a html page), the abort takes places but with We now explore the root cause for application aborts. We find
negligible effect. that it is because the mobile phone is detached from the cellular
network when performing an 364G handoff to return to the LTE
network after a voice call. Table 4 logs the network status at the
phone when an application aborts using OP-I. The call conversa-
tion ends at 52.84s. In 2.42 seconds, the user is kicked out of the
carrier network (indicated by “unknown”). It also loses its original
o . IP address. This disconnection lasts for about 14 seconds before
Pandora:  Similar to Skype call, it is suspended upon the call the 4G phone reconnects to the network. However, upon reconnec-
arrival and r_esumed automatically after the call ends.Exc_ept thz_it tion, the phone is assigned a brand new IP address. Consequently,
the suspension lasts tens of seconds, no other abnormal (i.e., beingne original data session fails and those applications not supporting
aborted) behaviors are observed. automatic application-level recovery finally abort.

Table 3 summarizes these application behaviors, including ap- Another plausible root cause is that power consumption at the
plication aborts and “slow response” due to throughput slump de- UE exceeds the permissible budget when initiating and maintaining
scribed in Section 4. In fact, application aborts depend on how radio access bearers for simultaneous voice call and data service. If
these applications handle the failure of data sessions, which is trig- it were correct, we would observe it when users concurrently access
gered by an completed call, in their own manners. The first five voice and data services, and application abort rate may also depend
applications abort because they do nothing once the original dataon phone models. However, our experiments show that this never
sessions terminate, whereas Pandora automatically starts a new sesccurs. Application abort only happens after the call ends, i.e.,
sion once the old one fails. Youtube and PPStream do not take ac-the UE is being switched back to 4G. The application abort rate
tion since they already stop their data sessions once a voice callobserved on different phones is also similar.
starts. Note that applications do not abort every time a call com-  To find out why 4G users are kicked outside the cellular net-
pletes. We next study when and how often these applications abort.work, we enable the service mode of Samsung S3 where low-level

. . cellular network traces can be observed. Figure 16(a) displays the
6.2 How Often Application Aborts screen snapshot when an application aborts. It states that, the GMM

We conjecture that these application aborts are caused by voice(GPRS Mobility Management) operation [1] is rejected due to an
calls. In our test scenario, a 4G user dials out and hangs up theerror (cause ID: 10). In this case, an inter-system handoff (from
outgoing call later. In the meantime, we run FTP downloading. 3G to 4G) request is rejected because it has been implicitly de-
The results for other applications are similar. For OP-l, we use tached [1]. The “Implicit Detached” indicates that the phone is
Samsung Galaxy S3 and LG Optimus G at two locations (home detached by the network without any notification. It typically oc-
and campus), during the morning (9am-12pm), the afternoon (1- curs when the network fails to communicate with the UE. Once this
5pm), and the evening (7-10pm), for 10 days, from February 24 to error occurs, the UE has to perform re-attach procedure to associate
March 4, 2013. For OP-Il, we test Samsung Galaxy S4 and iPhone with carrier networks again [1]. A new IP address will be assigned
5from June 17-21, 2013. Each test has at least 15 runs. We ebservfor OP-I, whereas the same IP address is used for OP-Il. However
similar abort ratios, independent of the phone model. the NAT (Network Address Translation) mapping for the UE is no

Figure 15 plots the 10-day abort percentage for OP-I. The appli- longer available. The UE is thus unable to receive packets using
cations do abort but only with certain probability. It confirms that the same data session no matter whether the IP address changes.

Youtube and PPStream:  Upon call arrival, both video stream-

ing operations pause. They never automatically resume when the
call ends (i.e., a manual replay is required). However, when an in-
coming call hangs up before reaching the client, Youtube and PP-
Stream might still abort.



No packet delivery is allowed until this procedure completes. Fig- CSFB calls, unexpected application abort, lost 4G connectivity, and
ure 16(b) plots the CDF of reattach time. It shows that, 90% of missed calls during PS service.

re-attaches would finish within 15 seconds for OP-l, and 95% of . . . .

re-attaches is shorter than 11s for OP-IL. Mitigating TCP performance degradation We first note

We are not sure why the network detaches the user when a csFathat the TCP issue is due to inter-system handoffs; it cannot be
call ends, due to lack of status information inside the network. It 11Xed from the CSFB protocol itself since the handoffs are a funda-

might be caused by the failure of inter-system (3G to 4G) hand- mental feature of CSFB. We follow the popular middlebox-based

off, due to insufficient resources (resource occupied by CSFB) or approach [30] in our _solution. Our scheme differs from the re-
unsynchronized user information between 3G and 4G [1] lated work [12,22,24] in that we focus on voice-triggered handoffs
' rather than mobility-induced handoffs. We split the TCP connec-

tion into two sessions: one between the middlebox and the applica-

7. REVERSE IMPACT: MISSED CALLS tion server, and the other between the middlebox and the UE. The

We next show how the PS data service may adversely affect CSUE detects handoffs induced by CSFB, and sends suspension re-
voice calls. We find that 4G LTE users may miss their voice calls quest to the middlebox. Upon receiving a suspension request, the
while starting PS data access. When the caller makes a call butmiddlebox freezes its retransmission timer and caches data packets
the callee starts PS data access almost simultaneously, the callefrom the application server for about 15 seconds. The parameter is
hears success signals (e.qg., alerting tone) so that he/she believes thahosen because 90% of data suspension time is less than 15 seconds
the call has been made but is not answered. In the meantime, thg(Figure 16(b)) in both handoff and application-abort cases. Once
callee receives no incoming-call request (e.g., no ringing or vibrat- receiving a resumption request from the UE after the handoff com-
ing). Everything else operates normally, but the callee is unaware pletes, the middlebox immediately retransmits its cached pack-
of missing a call. ets to the UE. Note that the timeout value in CSFB is decided by

We test it with two experiments. First, we make a call while the the UE, rather than the operator, thus different from the mobility-
callee starts to turn on its PS data network (i.e., network attach). In induced handoff case. Our prototype implementation on Android
all test runs £ 20), all calls have been missed. Second, we make phones and the middlebox proxy shows that, our solution is 2-50%
a call when the data network is either off or already on, i.e., the faster in packet reception recovery than the standard TCP, and the
callee does not turn on his/her PS data network while caller makesaverage improvement is 18%. The main merit of our solution is
call; In this case, all calls have succeeded. The same results arethat it can be readily integrated with existing carrier middleboxes,
observed on all phones for both carriers. We note that, in case ofbut it also incurs more complexity and handles only the TCP flows.
missing calls, the caller may have an option to leave a message if ) L .
his/her voice-mailbox feature is enabled. The voice-mailbox fea- Handling lost 4G connectivity In our solution, we let the
ture is free in the US, so the adverse effect of missing calls can C&Tier initiate the inter-system handoff (i.e., 36 4G) to switch

be greatly relieved. However, not all operators support free voice- the user back to 4G when both conditions are met: (1) no ongoing
mailbox features, so missed calls may incur inconvenience. voice call exists; (2)the duration the user stays in the 3G network

is longer than certain threshold (e.g., 60 seconds). Our scheme not

Root cause: We analyze theNetworkStatusrace logged on the oy addresses the issue of lost 4G connectivity, but also avoids un-

callee’s phone. With an incoming call request, the callee is implic- ecessary handoffs. The downside is that, the carrier has to main-
itly detached by the network (same as Section 6). During the period 5in, 4 timer for each 4G user to record how long (s)he stays in 3G.
(before network re-attach completes), the mobile loses connectivity |, contrast, another possible solution is that the operator immedi-
with carrier networks. We next seek to understand why the caller ately switches the user back to the 4G LTE network once the call
hears an alerting tone, thus misinterpreting that the call has beencompletes. However, it may lead to more CSFB-induced handoffs
established. _ _ _ since the caller may redial for incomplete call conversation (e.g.,
We examine the incoming CSFB call flow of Figure 3. In Step 2 1o Operator-I's scenario). Moreover, it may lead to a potential
(Paging), the MSC pages the UE through MME. Followingrtie security loophole that incurs significant inter-system handoffs on

bile terminated call procedurfl] in the CSFB standard, the UE  yhe 4G yser via repetitively dialing and hanging calls up from the
will respond withSer vi ce Request [1] to the MSC, then the malicious user.

MSC sends an indication (i.e., an alerting tone) to the caller. In fact,

it happens before the handoff to 3G networks occurs; The caller is Handling application abort This issue can be addressed by
acknowledged no matter whether the callee is kicked out of carrier either an in-network approach (e.g., following Operator-Il's IP as-
networks or fails to handover to 2G/3G networks. This results in signment policy that assigns the same IP address to the UE and
asynchronousall status at the caller and the callee. This scenario keeps the NAT mappings after the UE reattaches to carrier net-
differs from the call establishment process in 3G networks, where works), or an out-of-network approach (e.g., via the middlebox).

the caller hears the alerting tone only after the callee is found by  Our solution is still based on the middlebox. We borrow ideas
the network via paging. We believe that it is a fundamental issue from Cisco AnyConnect [4], which offers a mobile VPN scheme

in cellular networks, rather than a operator-specific implementation that allows for the UE to reconnect its VPN server via different IP
choice (despite observed in both operators). PS data and CS voiceaddresses to proceed the session established earlier. We do not re-
are performed independently on their data plane, but share com-quire secure connections that encrypt each transmitted packet, but
mon network states on the control plane. Imprudent control in one enable the mobile device to connect to the proxy server with a dif-

domain may impose unexpected impact on the other domain. ferent IP address. The UE is thus able to resume data sessions that
are established earlier between the middlebox and the application
8. SOLUTION server. Our scheme thus saves computing power and energy con-

sumption at the mobile device. The downside is that the middlebox

We now describe our solution to mitigating the negative im- may pose as the bottleneck for the transmission rate to the UE.

pact incurred by CSFB voice calls in 4G LTE networks. We use
a combination of techniques to address all four issues: perfor- Handling missed call Our solution slightly modifies the cur-
mance degradation of TCP-based data sessions in the presence aeént CSFB specification. Upon receivir@er vi ce Request



(introduced in Section 7), the MSC does not send an indication Upon answering a voice call with/without background data service
of user alert to the caller. This natification is deferred u@él | (50 Kbps), the phone consumes power at about 1.0 W and 2.39 W,
Set up Response arrives at the MSC. Consequently, Alice will  respectively. When both radios are on to support both CS and PS,
not hear the alert tone before Bob successfully hands over to thethe phone consumes extra 0.97 W than VOLTE. This issue has been
3G network and enter€al | _Recei ved state. Our tests show  reported by [15] and our measurement results are similar.

that, in the current practice of 4G LTE CSFB, Alice hears the alert

tone about one second before Bob’s phone rings. Therefore, our

solution may increase only one second based on our estimate tolo' RELATED WORK ) )
establish the voice call when the caller hears the alert tone. We Cellular networks have been an active research area in recent
thus address the issue with little cost (about 1-second extra waiting Years. However, the interplay of voice calls and data services in 4G
time). The downside is that our proposal requires modifications on LTE networks has remained largely unaddressed in the research

the CSFB specification. community. . .
How to better support voice calls in LTE networks has appeared
9 DISCUSSION in the literature [9, 14, 20, 21, 23]. All such studies seek to im-

prove the voice service quality, but do not study the potential mu-
tual impact of voice and data, which is the focus of this work. Vari-
ous performance aspects of 2G/3G/4G networks have been studied,

CSFB: An interim solution to VOLTE or not? ~ Some people ~ and new solutions have been proposed, e.g., [11,19,22,248]26, 2
may argue that, CSFB is only an interim voice solution, and all its These studies mainly focus on wireless data, whereas we examine
problems will disappear once the ultimate solution of VOLTE is de- interactions between voice and data.
ployed. However, the global deployment of VOLTE is not foreseen ~ Our proposed solution fix also bears similarity to existing de-
in the near future. VOLTE is only supported by three small oper- signs. Our goal is to address the four identified new issues. We
ators so far, MetroPCS (US)’ SK Telecom and LG Up|us (both in thus borrow several ideas freely from the literature and do not claim
South Korea) [5]. Most operators, including four of the top-five novelty. The general middlebox-based solution is a popular indus-
global operators, China Mobile, Vodafone, Bharti Airtel, and Tele- try practice [30]. How to improve TCP under mobility-triggered
fonica, make plans to deploy or have deployed CSFB as their voice handoffs has been well documented in early papers, e.g., [22,24]
solution in 4G LTE networks [2, 3,7, 8]. though our handoff events are induced by CSFB voice calls.

In fact, VOLTE has several drawbacks that may impede its large-
scale deployment. They include h_igh techr_lology complexity, chal- 11. CONCLUSION
lenges to ensure guaranteed service for voice, and more energy con
sumption of mobile clients. VOLTE is purely PS based, and offers
voice service via its IMS (IP Multimedia Subsystem) [1]. The first
version of IMS was released in 2002. During the past decade, op-
erators have little incentive to deploy IMS, because of its high cost
in deployment and maintenance, as well as its operation complex-
ity [16]. Moreover, it poses challenges to deliver guaranteed ser-

vice for voice calls on top of the IP-based best-effort service. Fun- to study how the CSFB-enabled voice interacts with the PS-based

damentally, it is the old, challenging Internet QoS problem, and . X 8 -
cellular networks need extra mechanisms to ensure carrier-gradeOlata in operational LTE networks. To our surprise, voice and data

quality when migrating CS voice calls into the PS domain. Last indeed interfere with each other. Voice may cause data to reduce
the client may consume more power when using VOLTE. We rur’l throughput, abort applications, and lose 4G connectivity. Data may

. ; . : also cause the voice service to miss incoming calls.
two experiments to estimate the power consumption via VOLTE. 9

The tests do not intend to be very accurate but show us some hintsth:\/gs?:eé'?;sh:];gthea'nd deirtlgf;d ilr?esgﬁrsl Ilialqet;r?(te:t;ht?or?eﬂggkce)f
on the energy aspect of VOLTE. One experiment is to make a CS 9y 9 91mp : y

voice call only, and the other is to deliver a 12.2 Kbps data flow Leeiw;i ég?;ugwgstihi;?rzte 2féethn;atﬁ?r'gfe'at£e tlr?te:?: dpigﬂgggfy
that emulates the traffic of a voice call in VOLTE [18]. We measure g 9. party trgg '

the power consumption of the client device while its LCD screen are all fundamental to CSFB. Therefore, the problems stem from

is off. The CS call takes 0.96 W while the PS data service takes _the design of CSFB. They include (1) deadlocked state ransitions

1.42 W. Another measurement conducted in [17] shows that the en-" the finite gtate machine of RRC, (2.) unexpectgd coupling be-
ergy consumption of a VOLTE call can be twice as much as that of tween signaling and data; and (3) arbitrary triggering of handoffs

a 2G call. Therefore, VOLTE may pose potential energy issues for Eyn?itshltLda?al:tsye\:gtggﬁ:;ﬁgzg%rggttaec;: dn;l;tz ?:S/ﬁ:g:gtsltﬁgof_ﬁ
the client device. Moreover, to retain the capability of being paged !

for an incoming call, the mobile device may have to power on its Ehone device. \oice and_ data thus interact with each other since
data network interface all the time but not on demand. oth use the.shared rad[o. V.Vh”e the support for E’S-based data
tends to be simple, the signaling and control operations to enable
SVLTE: Alternative to CSFB?  SVLTE (Simultaneous Voice CS-based voice are complex. Throughout the life cycle of a voice
and LTE) offers an alternative solution to voice call in 4G LTE. call, any procedure may go wrong. Consequently, any failure or
It allows for a phone to simultaneously use both networks, thus exception in the process may affect both voice and data through the
avoiding the issues raised by CSFB. However, this technique is phone. The goal of this work is to better understand such systems
only applied to CDMA 1xRTT [29]; it is not compatible with LTE by exposing some of such cases and devising solution fix at the
plus 3G UMTS systems that are widely deployed. More impor- early stage of global LTE deployment.
tantly, it requiredwo radios one for PS and one for CS. Therefore, Our somewhat biased results should not be interpreted as the
power consumption may become a concern. We measure the powecommon failures of operational LTE networks with CSFB. It re-
consumption of a SVLTE-capable phone (Samsung Stratosphere).mains largely successful in practice. Some may argue that the

We now discuss two solution alternatives to CSFB to support
voice calls over 4G LTE.

With the success of the Internet, the 4G LTE technology has
also adopted packet-switched (PS) delivery while abandoning the
circuit-switched (CS) model. The PS service facilitates mobile
data but causes problems for voice calls, which required guaran-
teed (carrier-grade) service. Given the undisputed importance of
both data and voice, LTE carriers have used CSFB as a popular
interim solution to CS voice. In this work, we use experiments



problem will be short lived, since CSFB is only an interim solu-
tion. Therefore, all identified problems would disappear once the
ultimate VOLTE solution is deployed. However, current practice
shows that VOLTE does not look promising within the 3-5 year
horizon. Most operators, including four of the top-five worldwide
operators have committed to CSFB. Moreover, another alternative
SVLTE also has its own drawbacks. Given the growing interest on
CSFB for LTE, we seek to locate the problem and find its solution.
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APPENDIX
A. CASE ANALYSIS OF 3G DURATION

We use case study to analyze 3G durations and validate hdvheadoff
rule take effects in each case of Figure 10(b). In particwarwill see how
two timers and intra-handoff events affect the time back to 4G.

Case (I): 1B/10s The first packet packet delivery triggers an intra-3G
handoff (Rule 4) and then it enters inBCH FACH (see( in the plot).
Since the first intra-3G handoff usually takes a longer tinb®(& 8-10 sec-
onds), the second packet (at 10th second) is delivered vigrg® it is still

in DCH' FACH. In this case, the packet interval is very clos€tg;. (also
10s); Thus, the 3G duration is sensitive to whether the packiees before
T;a1e times out. In this example, the third packet arrives slightiylier
before RRC becomdsDLE, whereas the fourth packet (at the 30th second)
arrives after that (se@®). Therefore, at 30th second, the tifyg_,4¢ IS
set and the handoff to 4G is triggered 5 seconds later. Kijratfeturns to
4G at 37th second (i.e., the handoff takes about 2 seconds).

In the best case, the handoff timer is triggered just befaretH packet,
and the duration is abo20 + 7) = 27 seconds. We observe that the du-
ration varies dramatically due to its time sensitivity andgop to 120 sec-
onds. The detailed trace analysis shows the fourth paclest dot trigger
an intra-3G handoff. We find that it is because starting thetil5c 4
happens almost at the same time as the request to trigger a3@®thand-
off. We gauge that, the handoff to 4G has higher priority tharntra-3G
handoff and thus the intra-3G handoff is dismissed. We attgilthis rule
to the operator-specific implementation. It has been valiiatkile we
slightly increase the interval. The intra-3G handoff iggered if the in-
terval is larger than 10s, or in [11s, 14s]. Herég; .4 IS reset and the
phone never returns to 4G.

Case (ll) 1KB/10s It never returns to 4G since the packet interval is
smaller than 15T g + T3a_Ho =~ 10 + 5) seconds. It stays in
FACH DCH state and each packet transmission triggers an intra-3G hand
off (see@®) in the plot). It also explains why the phone never returnsGo 4
when the 1KB-packet interval is smaller than 15 seconds.

Case (lll) 1B/15s The difference from Case (l) is, before the third packet
arrives, RRC turns intd DLE at about 25th second (10 seconds after the
2rd packet delivery) and thus the timEss_. 4 is set (Rule 1). It is also
sensitive whethef’s_, 4 times out before the next packet arrival. If so,
it triggers an handoff back to 4G, as shown in Figure 10(b)he@tise,
Ts3c_4¢ is reset and the duration in 3G is prolonged. This is why the
duration also fluctuates around 15th second. When we sligitigase the
interval (e.g., 15.5 seconds), the timByg_, 4 times out always before
the next packet arrival. It returns to 4G similar to all thel5s case.

Case (IV) 1KB/15s Here, it is sensitive to how long the intra-3G handoff
lasts. If the intra-3G handoff finishes within 5 seconds.(eld seconds),
RRC turnd DLE andT3:—,4¢ is set before next packet arrival. Otherwise,
the triggered intra-3G handoff is to reset th& — 4G handoff timer.
Similarly, we induce that 20s is another transition intefeallKB packets.
For those intervals in [16s, 19s], the packet interval igdathan 15 seconds
(Ts3¢_mo + T;aie), butis not large enough to wait faf ¢, 4 timeout.
The subsequent intra-3G handoff resets this timer, so itneilier return to
4G. Itis also similar to the 1B-packet case with the interadllils, 14s].

In addition, it also explains the duration remaining in 3Ghwift ongo-
ing data. The timer 364G handoff is set at the start, and the handoff is
usually triggered 5 seconds later when it falls back to 3@ féndoff takes
another 2-3 seconds to finish. This is why it is smaller tharotie with
data (at least first two packets are sent in 3G).



